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CHAPTER-I 

Purpose of the Report 

As per the “Sub Para (ii)” of “Para 10” of EIA Notification 2006, it is stated that “It shall be mandatory for 

the project management to submit half-yearly compliance reports in respect of the stipulated prior 

environmental clearance conditions/safeguards in hard and soft copies to the regulatory authority concerned, 

on 1st June and 1st December of each calendar year” and as per compliance of condition mentioned in 

Environment Clearance Letter (i.e. Part B General Condition, point number II), Six monthly compliance 

reports should be submitted to the Haryana State Pollution Control Board and Regional Office, MOEF, 

GOI, Northern Region, Chandigarh and a copy to the Regulatory Authority of Haryana. 

It is mandatory to submit a Six-Monthly Compliance Report to show the status & compliance of all the 

Conditions mentioned in Environment Clearance Letter, along with monitoring of various Environmental 

Parameters (as per CPCB Norms). 

The regulatory authorities in this case are Haryana State Pollution Control Board, Regional Office-MoEF 

(Chandigarh) and Haryana SEIAA.  

Based on the Specific and General Conditions mentioned in the EC Letter, a Compliance Report was 

prepared by the Team on behalf of Project Proponent; details of which are present in Chapter – 

“Compliance Report”. 

Methodology for Preparation of Report is as follows: 

1. Study of EC Letter & Related Documents,  

2. Site Visits by a Team of Experts,  

3. Monitoring of Environment Parameters, viz. Ambient Air, Water, Noise, Soil & DG Sets,  

4. Analysis of Samples collected during Monitoring,  

5. Interpretation of Monitoring Results,  

6. Compliance Report, explaining the entire General & specific conditions in the EC Letter and 

providing details w.r.t. each condition/ guideline.  
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CHAPTER -II 

INTRODUCTION  

Proposed Group Housing Complex is located at Sec-84, Village-Sihi, Manesar Urban Complex, 

Gurgaon, Haryana. Total Plot area of the project is 93482.235 Sqmt and proposed built up area is 

243389.129 Sqmt. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Type of project Group Housing  

Name of the project                           “Group Housing Complex” 

Site address  Sec-84, Village-Sihi, Manesar Urban Complex, 

Gurgaon, Haryana  

Developed By M/s Reliable Realtech Pvt. Ltd.   

Environment Clearance Letter No.    SEIAA/HR/2010/577 Dated 20.07.2010 

Period of Compliance                       October – 2016 to March - 2017 submission due in 

June 2017 

Project Description                          Project involves the construction of a Group 

Housing Complex on a plot area of 93482.235 

sqmt and the built-up area of the project is 

243389.129 sqmt.  

Activities  Residential Units  

Construction Status                         Partially Operational 
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CHAPTER – III 

PROJECT DETAILS 

Proposed Group Housing Complex will have following salient features: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Particulars Environmental Clearance Details 

Plot area  93482.235 Sqm. 

Built up area  243389.19 Sqm 

No. of towers 13 

No. of floors 2B+GF+19 

Max. Height of Building  60 m 

Fresh Water Requirement 576 KLD 

Waste water generation  453 KLD 

Capacity of STPs 560 KLD  

Total power requirement  6100 KVA 

Total cost Rs 300 crores 

Parking Provision 1918 ECS 
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CHAPTER - IV 

 

Component-wise Construction Status: Construction Status as per June - 2017 Compliance. 

 

We have got the Part Occupancy certificate for 6.5 towers and 50% unit on EWS Block, Part Basement. 

The work of remaining project is under process. The construction work is 90% complete and finishing 

work is under process. 

 

 

 

 

 

 

S No. Component Construction status up to June 2017 

1 Civil Construction (Structural Work, 

Brick Work & Plaster Work) 

90 % work completed 

3 Plumbing  95 % work completed 

4 Electrical work 95 % work completed 

5 Fire Fighting 95 % work completed 

6 Sewage Treatment Plant 95 % work completed 

7 Rain Water Harvesting 95 % work completed 

8 Sewerage, Drainage etc 95 % work completed 

9 Finishing work 95 % work completed 
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Site photographs: 
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CHAPTER - IV 

Current Status of point – wise compliance of the stipulated environmental                                                                           

conditions/ safeguards. 

Sr. No Conditions Replies 

1. A First Aid Room as proposed in the project 

report will be provided in both during 

construction and operation of the project.   

Well maintained First Aid facility has                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                 

been provided at the project site during 

construction and same will be provided during 

operation phase of the project too. 

Health checkup of workers is being done regularly.  

2. Adequate drinking water and sanitary facilities 

should be provided for construction workers at the 

site.  Provisions should be made for mobile 

toilets. Open defecation by the labours strictly 

prohibited. The safe disposal of waste water and 

solid wastes generated during the construction 

phase should be ensured. 

Adequate drinking water supply and provisions of 

sanitary facilities has been provided within the 

project site. Waste water is being disposed off 

through septic tank and solid waste is being 

disposed off safely. 

3. All the topsoil excavated during construction 

activities should be stored for use in horticulture/ 

landscape development within the project site.  

Top fertile soil has been stored under tarpaulin 

cover and same shall be used in horticulture 

/landscape development within the project site. 

 4. Disposal of muck during construction phase 

should not create any adverse effect on the 

neighboring communities and be disposed-off 

taking necessary precautions for general safety 

and health aspects of people, only in approved 

sites with the approval of competent authority. 

Muck generated during the construction phase 

disposed off suitably and not created any adverse 

effect on the neighboring communities.   

5. 

 

Construction spoils including bituminous material 

and other hazardous materials must not be 

allowed to contaminate watercourses and the 

dump sites for such material must be secured so 

that they should not leach into the ground water 

and any hazardous waste generated during 

Construction spoils including bituminous material, 

properly stacked to avoid any contamination to the 

ground water. 

Only hazardous waste generated during 

construction phase is used oil from D.G sets, which 
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construction phase, should be disposed off as per 

applicable rules and norms with necessary 

approval of the Haryana State Pollution Control 

Board. 

will be given to approve recycler of HSPCB/CPCB. 

         6.                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                 The diesel generator sets to be used during 

construction phase should be of low Sulphur 

diesel type and should conform to Environment 

(Protection)Rules prescribed for air and noise 

emission standards. 

The acoustically enclosed Diesel type generator of 

sets which uses Low Sulphur Diesel are being used 

which confirms to the rules Environment 

(Protection) Rules prescribed for air & noise 

emissions standards.   

7. The diesel required for operating DG set shall be 

stored in underground tank and if required, 

clearance from chief Controller of Explosive shall 

be taken. 

The diesel required for the DG set is stored in leak 

proof containers in an isolated area. If required, 

permission from Explosive Department shall be 

taken.  

8. Ambient noise levels should conform to the    

residential standards both during day and night. 

Incremental pollution loads on the ambient air and 

noise quality should be closely monitored during 

construction phase. Adequate measures should be 

taken to reduce ambient air and noise level during 

construction phase, so as to conform to the 

stipulated residential standards. 

To reduce noise level, movement of construction 

vehicles is being carried out during non-peak hours.  

Incremental pollution loads on the ambient air 

quality are closely monitored. 

Test Results are enclosed as Annexure-II.  

9. Fly ash should be used as building material in the 

construction as per the provisions of Fly Ash 

Notification of September, 1999 and amended as 

on 27th August, 2003.  

Fly-ash based material/products as per the 

provisions of fly ash notification of September, 

1999 and as amended on 27th August, 2003 has 

been used. 

10. Ready mixed concrete must be used in building 

construction.  

Ready mixed concrete has been used in building 

construction. 

11. Storm water control and its re-use as per CGWB 

and BIS standards for various applications should 

be ensured. 

We have the provision for Storm water control and 

its reuse inside our project site after the completion 

of structural work. 
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12. Water demand during construction should be 

reduced by use of pre-mixed concrete, curing 

agents and other best practices as referred.  

Pre-mixed concrete, curing agents and other best 

practices is being used to reduce the water demand 

during construction. 

13. Permission from Competent Authority for supply 

of water shall be obtained prior to operation of the 

project. 

Necessary permission has been taken. 

14. Roof should meet prescriptive requirement as per 

Energy Conservation Building Code by using 

appropriate thermal insulation material to fulfill 

requirement. 

Appropriate thermal material shall be used in roof 

to meet the prescriptive requirement as per Energy 

Conservation Building Code. 

15. Opaque wall should meet prescriptive 

requirement as per Energy Conservation Building 

Code which is proposed to be mandatory for all 

air-conditioned spaces while it is aspirational for 

non-air-conditioned spaces by use of appropriate 

thermal insulation material to fulfill requirement.  

Opaque wall wherever required, shall be provided 

as per Energy Conservation Building Code. 

16. 

 

Approval of competent authority shall be obtained 

for structural safety of the building on account of 

earthquake, adequacy for firefighting equipments, 

etc as per National Building Code including 

protection measures from lightening etc. If any 

forest land is involved in the proposed site, 

clearance under Forest Conservation Act shall be 

obtained from the competent Authority. 

Approval from competent authority structural 

safety is being obtained for the structural safety of 

the building. 

No forest land is involved.  

 

17. The Project Proponent will use the water for 

construction phase through tankers. However 

prior permission from CGWA will be taken 

before using the bore-well water for construction 

purpose if required. 

Tankers are being used for supply of STP treated 

water during construction phase. No water is 

extracted from ground. So, permission is not 

required. 

18. The Project proponent will construct rain water 

harvesting pits @ 1 pit per acre for recharging the 

18 Nos. of Rain water harvesting pits are being 

installed for the ground water recharge within the 
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water within the project premises. project premises.  

19 The Project proponent will start construction only 

after getting permission of the Airport Authority 

Permission of AAI was already submitted with the 

earlier compliance.  

 

OPERATIONAL PHASE: 

S.No Conditions Response 

1.  The STP shall be installed treatment of sewage 

generated to the prescribed standards including 

odour and treated effluent will be re-cycled to 

achieve zero exit discharge. The STP should be 

installed at the remotest place in the project area. 

STP of 560 KLD has been installed for the 

treatment of sewage generated. We will be 

maintaining the prescribed standards including 

odour to the maximum extent possible. 100% 

treated water will be used in Gardening, flushing 

& cooling tower. There will be no discharge in the 

public sewer.  

2.  Separation of gray and black water should be done 

by the use of duel plumbing line. Treatment of 

100% gray water by decentralized treatment should 

be treated should be done ensuring that the re-

circulated water should have BOD maximum 

10ppm and the recycled water will be used for 

flushing, gardening and DG set cooling and running 

of fountain in the water body. 

Dual plumbing lines have been laid down Waste 

water generated is being treated in STP up to 

prescribed standards and treated water has been 

reused within the complex for gardening / cooling 

and running of fountain in the water body. 

3. n For disinfection of waste water ultra violet radiation 

or ozonization should be used. 

For disinfection of the treated waste water UV 

system is being used. 

4.  The solid waste generated should be properly 

collected and segregated. Bio-degradable waste 

shall be decomposed at site and dry/insert solid 

waste should be disposed-off to approved sites for 

landfilling after recovering recyclable material. 

Solid waste generated is being properly collected 

and segregated. Bio-degradable waste is being 

decomposed at site and dry/insert solid waste 

should is being disposed-off to approved sites for 

landfilling after recovering recyclable material. 

5.  Diesel power generating sets proposed as source of Acoustically enclosed sets have been installed of 
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backup power for lifts, common area illuminate and 

domestic use should be of “enclosed type” and 

conform to rules made under the environment 

(Protection) Act 1986. The location of DG sets 

should be in the basement as promised by the 

project proponent with appropriate stack height 

above the roof level as per the CPCB norms. The 

diesel used for D.G. Sets should be low Sulphur 

contents (maximum 0.25%)  

which conforms to the rules made under E (P) A 

1986 prescribed for air & noise emissions 

standards as per CPCB Guidelines. Stack height 

for all DG sets is kept at 66 meters above the 

rooftop.  

 

6.  Ambient noise levels should be controlled to ensure 

that it does not exceed the prescribed standards both 

within and at the boundary of the proposed 

complex. 

Ambient Noise level is not exceeding the 

prescribed standards both within and at the 

boundary of the proposed commercial complex.  

Test Reports are enclosed as Annexure-II. 

7.  The project proponent should maintain at least 20% 

as green cover area for tree plantation especially all 

around the periphery of the project and on the road 

sides preferably with local species so as to provide 

protection against particulates and noise. The 10% 

open spaces inside the plot should be preferably 

landscaped and covered and with vegetation/ grass, 

herbs & shrubs.  

Green area is being developed in and around the 

project. The open spaces inside the project has 

been preferably landscaped and covered with 

vegetation/grass, herbs & shrubs.  

8.  Weep holes in the compound walls shall be 

provided to ensure natural drainage of rainwater in 

the catchment area during the monsoon period. 

Weep holes in the compound walls have been 

provided to ensure natural drainage of rain water 

in the catchment area during the monsoon. 

9.  Rain water harvesting for roof run-off and surface 

non-off, as per plan submitted should be 

implemented. Before recharging the surface run off, 

pre-treatment through sedimentation tanks must be 

done to remove suspended matter, oil and grease. 

The bore well for rain water recharging should be 

kept at least 5 mts. Above the highest ground water 

18.nos. of Rain Water Harvesting Pits for ground 

water recharge have been provided. Before 

recharging the surface run off, pre – treatment is 

done to remove impurities like suspended matter, 

oil & grease.  

The bore well for rainwater recharging have been 
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table.     kept at least 5 mts. Above the highest ground 

water table. Care have been taken that 

contaminated water does not enter any RWH pit. 

10.  The ground water level and its quality should be 

monitored regularly in consultation with Central 

Ground Water Authority.  

The ground water level and its quality have been 

monitored regularly. 

11.  There should be no traffic congestion near the entry 

and exit point from the roads adjoining the proposed 

project sites. Parking should be fully internalized 

and no public space should be utilized.    

Proper parking management has been done. No 

public space has been utilized. 

12.  A report on the energy conservation measures 

conforming to energy conservation norms finalized 

by Bureau of Energy Efficiency should be prepared 

incorporating detail about building materials & 

technology, R & U Factory etc. and submitted to the 

SEIAA, Haryana in three-month time.      

Already submitted.  

13.  Energy conservation measures like installation of 

CFLs/TFLs for lightning the areas outside the 

building should be integral part of the project design 

and should be in place before project 

commissioning. Used CFLs and TFLs should be 

properly collected and disposed-off/sent for 

recycling as per the prevailing guidelines/ rules of 

the regulatory authority to avoid mercury 

contamination. Use of solar panels must be adapted 

to the maximum extent possible for energy 

conservation.    

Energy Conservation measures like installation of 

CFLs/TFLs for lightening of area outside the 

building have been adopted. Used CFL/ LED will 

be properly collected and shall be disposed-off/ 

sent for recycling as per the prevailing guidelines/ 

rules of the regulatory authority to avoid mercury 

contamination. 

14.  The solid waste generated should be properly 

collected and segregated as per the requirement of 

the MSW rules, 2000 and as amended from time to 

time. The bio- degradable waste should be 

The solid waste generated is being properly 

collected and segregated as per the requirement of 

the solid waste management rules, 2016 and as 

amended from time to time and being disposed – 
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composted by vermi- composting at the site ear 

marked within the project area and dry/insert solid 

waste should be disposed off to the approved sites 

for the land filling after recovering recyclable 

material.  

off to the approved site for land filling site of 

nearby area after recovering recyclable material.  

 

15.  The provision of the solar water heating system 

shall be as per norms specified by HAREDA and 

shall be made operational in each building block.    

Provision of solar energy utilization is under 

consideration. 

16.  The project proponent will use the water from the 

already existing tube wells for domestic purposes 

only after getting permission from CGWA or will 

use water supply from HUDA whichever is earlier 

during operation phase. 

There is no Bore Well at site. 

17.  The traffic plan and the parking plan proposed by 

the PP should be adhered to meticulously with 

further scope of additional parking for future 

requirement. There should be no traffic congestion 

near the entry and exit point from the roads 

adjoining the proposed project site. Parking be fully 

internalized and no public space should be used. 

Proper parking plan has been prepared and traffic 

congestion near the entry and exit points from the 

roads adjoining the proposed project site have 

been avoided.  
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ANNEXURE-1 

COPY OF ENVIRONMENTAL CLEARANCE 
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ANNEXURE- II 

MONITORING REPORTS OF AIR, WATER, SOIL, 

NOISE & STACK 
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ANNEXURE- III 

COPY OF ARAVALI CLEARANCE  





Six Monthly Compliance Report – June 2017  M/S Reliable Realtech Pvt. Ltd. 

 

 

 

 

 

 

ANNEXURE- IV 

NOC FROM HUDA 

 

 

 

 

 




